125mm pink granite kerb upstand

255x125mm light grey granite flush edge
restraint to bottom of transition ramp

255x125mm light grey granite flush
edge restraint to top of transition ramp

transition ramp - 300x150x150mm light
grey granite square edge paving
coursed in line with traffic direction

level crossing table - 300x150x100mm
light grey granite square edge paving
coursed at 90 deg to traffic direction

flush pink granite kerb

FLUSH PEDESTRIAN CROSSING POINT 1:50

125mm upstand pink granite kerb

300mm wide pink granite kerb special
with 150mm radius to outer right angle

Ketley blue clay tactile paving

300mm wide dark grey granite
channel block

255x125mm light grey granite flush edge
restraint to paving edge

——macadam carriageway

1300x150x100mm light grey granite
square edge paving coursed at 90 deg
to traffic direction

DROPPED KERB PEDESTRIAN CROSSING POINT 1:50

e

125mm upstand pink granite kerb

flush pink granite kerb

dark grey granite channel block

transition ramp - 300x150x150mm light
grey granite square edge paving
coursed in line with traffic direction

@

electro hydraulic timed controlled
raise/lower bollards set in dark grey
granite stone plinth

255x125mm light grey granite flush
edge restraint to top and bottom of
transition ramp

TRANSITION RAMP TO HIGH STREET 1:50

dark grey granite channel block

pink granite flush kerb

Ketley blue clay paver flush
surround to tree pit with
square specials at corners

seat

TYPICAL TREE PIT 1:20

1.8 x 1.0m tree pit backfilled with
'Amsterdam’ soil to prevent pit
settlement. All new trees to be
underground guyed with
proprietory irrigation system. Top
50mm of tree pit to be surfaced
with approved hoggin from local
source

Scoutmoor (or similar colour variation) yorkstone paying laid
breaking bond in random length in random course widths of
300, 450,600, and 900mm. Coursing at 90 deg to Town Hall

Scoutmoor or similar colour variation radial cut

step rise.
, riser edge/to be diamond sawn to
provide vigual contrast/to step edge

Natural stone/seating blocks to top
of steps. See seperate street
furnjture details

ith 3mm radius nosing. 900mm step
read surface to be fine

—RAMP

RADIAL STEPS AT THE DELPH 1:50

THE DELPH - PERSPECTIVE SECTION
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Status: Preliminary | Presentation| Tender | Construction | As Built
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Revision:
Ketley blue clay paving at entrance to Jitties to
be coursed at 90 deg to main footway coursing
Ketley Staffordshire blue 200 x Y00 dragfaced square
edge clay pavers laid butt jointed in running bond at 90
deg to kerb edge. Each couyse to be laid with no
~ individual paver less than A/00mm at kerb or building
- ™\ edge. Approx 1 in 60 falf'towards kerb
125mm wide, random length
, 500-900mm pink granite kerb with
“X_15mm bullnose upstand
0mm wide dark grey fine picked finish
granite flush'channel block tox
accommodate full width of road gullies
fuM return pinkKerb
0 building line
vehicle accéss points crossing footways laid
in 300 x 950 square edged light grey fine
picked #inish granite paving

TYPICAL PAVING TO HIGH STREET 1:50

——125mm upstand pink granite kerb

macadam wearing -
course to layby '

white line markings to individual
disabled parking bay

—

N dark grey granite flush channel block
delineates disabled parking layby

\—pink granite kerb special at

kerb junction

125mm upstand radius pink granite
kerb

macadam wearing course
to carriageway

DISABLED PARKING LAYBYS 1:50
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